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Mechanical

Dimensions 84 x 39 x 7.4 mm (3.3 x 1.5 x 0.29")

Weight 16 g (0.56 oz)

Enclosure material Polycarbonate, stainless steel, silicone rubber

Weatherproofing IP54

Hardware

NFC frequency 13.56 MHz

NFC technology ISO/IEC 14443 Type A

MIFARE DESFire EV3 4K

UniFi Access Proprietary Security Protocol

Ambient operating temperature -10 to 45° C (14 to 113° F)

Ambient operating humidity 10 to 90% noncondensing

WiFi Switching Cloud Keys & Gateways Camera Security Door Access Power Tech New Inte

Accessories Pocket Keyfob

Tech Specs

UniFi UISP Branding

https://dl.ui.com/qig/ua-pocket.pdf
https://ui.com/us/en/
https://techspecs.ui.com/unifi/wifi
https://techspecs.ui.com/unifi/switching
https://techspecs.ui.com/unifi/cloud-keys-gateways
https://techspecs.ui.com/unifi/cameras-nvrs
https://techspecs.ui.com/unifi/door-access
https://techspecs.ui.com/unifi/power-tech
https://techspecs.ui.com/unifi/new-integrations
https://techspecs.ui.com/unifi/accessories


Certification CE
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